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and after rounding, and final test re-
sults for all production line emission
tests conducted, whether valid or in-
valid, and the reason for invalidation
of any test results, if applicable;

(iv) A complete description of any ad-
justment, modification, repair, prepa-
ration, maintenance, and testing which
was performed on the test engine, has
not been reported pursuant to any
other paragraph of this subpart, and
will not be performed on other produc-
tion engines;

(v) Any other information the Ad-
ministrator may request relevant to
the determination whether the new en-
gines being manufactured by the manu-
facturer do in fact conform with the
regulations with respect to which the
certificate of conformity was issued;

(6) For each failed engine as defined
in §94.510(a), a description of the rem-
edy and test results for all retests as
required by §94.512(g);

(7) The date of the end of the engine
manufacturer’s model year production
for each engine family tested; and

(8) The following signed statement
and endorsement by an authorized rep-
resentative of the manufacturer:

This report is submitted pursuant to Sec-
tions 213 and 208 of the Clean Air Act. This
production line testing program was con-
ducted in complete conformance with all ap-
plicable regulations under 40 CFR part 94. No
emission-related changes to production proc-
esses or quality control procedures for the
engine family tested have been made during
this production line testing program that af-
fect engines from the production line. All
data and information reported herein is, to
the best of (Company Name) knowledge, true
and accurate. I am aware of the penalties as-
sociated with violations of the Clean Air Act
and the regulations thereunder.

(Authorized Company Representative.)

[64 FR 73331, Dec. 29, 1999, as amended at 68
FR 9787, Feb. 28, 2003]

§94.509 Maintenance of records; sub-
mittal of information.

(a) The manufacturer for any new en-
gine subject to any of the provisions of
this subpart must establish, maintain,
and retain the following adequately or-
ganized and indexed records:

(1) General records. A description of
all equipment used to test engines in
accordance with §94.503. The equipment
requirements in Subpart B of this part

§94.509

apply to tests performed under this
subpart.

(2) Individual records. These records
pertain to each production line test
conducted pursuant to this subpart and
include:

(i) The date, time, and location of
each test;

(ii) The method by which the Green
Engine Factor was calculated or the
number of hours of service accumu-
lated on the test engine when the test
began and ended;

(iii) The names of all supervisory per-
sonnel involved in the conduct of the
production line test;

(iv) A record and description of any
adjustment, repair, preparation or
modification performed on test en-
gines, giving the date, associated time,
justification, name(s) of the author-
izing personnel, and names of all super-
visory personnel responsible for the
conduct of the action;

(v) If applicable, the date the engine
was shipped from the assembly plant,
associated storage facility or port fa-
cility, and the date the engine was re-
ceived at the testing facility;

(vi) A complete record of all emission
tests performed pursuant to this sub-
part (except tests performed directly
by EPA), including all individual work-
sheets and/or other documentation re-
lating to each test, or exact copies
thereof, in accordance with the record
requirements specified in Subpart B of
this part;

(vii) A brief description of any sig-
nificant events during testing not oth-
erwise described under this paragraph
(a)(2) of this section, commencing with
the test engine selection process and
including such extraordinary events as
engine damage during shipment.

(3) The manufacturer must establish,
maintain and retain general records,
pursuant to paragraph (a)(1) of this sec-
tion, for each test cell that can be used
to perform emission testing under this
subpart.

(b) The manufacturer must retain all
records required to be maintained
under this subpart for a period of eight
(8) years after completion of all test-
ing. Records may be retained as hard
copy (i.e., on paper) or reduced to
microfilm, floppy disk, or some other
method of data storage, depending
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§94.510

upon the manufacturer’s record reten-
tion procedure; provided, that in every
case, all the information contained in
the hard copy is retained.

(¢c) The manufacturer must, upon re-
quest by the Administrator, submit the
following information with regard to
engine production:

(1) Projected production for each con-
figuration within each engine family
for which certification has been re-
quested and/or approved.

(2) Number of engines, by configura-
tion and assembly plant, scheduled for
production.

(d) Nothing in this section limits the
Administrator’s discretion to require a
manufacturer to establish, maintain,
retain or submit to EPA information
not specified by this section.

(e) All reports, submissions, notifica-
tions, and requests for approval made
under this subpart must be addressed
to the Designated Officer.

(f) The manufacturer must electroni-
cally submit the results of its produc-
tion line testing using an EPA infor-
mation format.

§94.510 Compliance with criteria for
production line testing.

(a) A failed engine is one whose final
test results pursuant to §94.508(c), for
one or more of the applicable pollut-
ants, exceed an applicable emission
standard or FEL.

(b) A Category 1 or Category 2 engine
family is deemed to be in noncompli-
ance, for purposes of this subpart, if at
any time throughout the model year,
the average of an initial failed engine
and the two additional engines tested,
is greater than any applicable emission
standard or FEL.

[64 FR 73331, Dec. 29, 1999, as amended at 68
FR 9787, Feb. 28, 2003]

§94.511 [Reserved]

§94.512 Suspension and revocation of
certificates of conformity.

(a) The certificate of conformity is
suspended with respect to any engine
that fails a production line test pursu-
ant to §94.510(a), effective from the
time the testing of that engine is com-
pleted.

(b) The Administrator may suspend
the certificate of conformity for an en-
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gine family which is in noncompliance
pursuant to §94.510(b), thirty days after
the engine family is deemed to be in
noncompliance.

(c) If the results of testing pursuant
to this subpart indicate that engines of
a particular family produced at one
plant of a manufacturer do not con-
form to the regulations with respect to
which the certificate of conformity was
issued, the Administrator may suspend
the certificate of conformity with re-
spect to that family for engines manu-
factured by the manufacturer at all
other plants.

(d) The Administrator may suspend a
certificate of conformity for any en-
gine family in whole or in part if:

(1) The manufacturer fails to comply
with any of the requirements of this
subpart.

(2) The manufacturer submits false or
incomplete information in any report
or information provided to the Admin-
istrator under this subpart.

(3) The manufacturer renders inac-
curate any test data submitted under
this subpart.

(4) An EPA enforcement officer is de-
nied the opportunity to conduct activi-
ties authorized in this subpart.

(5) An EPA enforcement officer is un-
able to conduct activities authorized in
§94.504 for any reason.

(e) The Administrator shall notify
the manufacturer in writing of any sus-
pension or revocation of a certificate of
conformity in whole or in part; a sus-
pension or revocation is effective upon
receipt of such notification or thirty
days from the time an engine family is
deemed to be in noncompliance under
§§94.508(d), 94.510(a), or 94.510(b), which-
ever is earlier, except that the certifi-
cate is immediately suspended with re-
spect to any failed engines as provided
for in paragraph (a) of this section.

(f) The Administrator may revoke a
certificate of conformity for an engine
family when the certificate has been
suspended pursuant to paragraph (b) or
(c) of this section if the remedy is one
requiring a design change or changes to
the engine and/or emission control sys-
tem as described in the application for
certification of the affected engine
family.

(g) Once a certificate has been sus-
pended for a failed engine, as provided
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